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The attached  specification, dated 12/14/01, replaces the specification, dated 11/27/01, that was mailed with the bid package.
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ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT





SPECIFICATIONS FOR WHITE AND YELLOW





THERMOPLASTIC  PAVEMENT  MARKING MATERIAL





DESCRIPTION:  This specification covers a reflectorized thermoplastic pavement striping material that is applied to the road surface in a molten state at 60 - 120 mil thickness by mechanical means with surface application of glass beads at a rate specified by the purchaser.  Upon cooling to normal pavement temperature, it produces an adherent reflectorized stripe capable of resisting deformation by traffic.





GENERAL REQUIREMENTS:  The thermoplastic material shall meet the general requirements of AASHTO Designation M 249. 





SPECIFIC REQUIREMENTS:	  The binder shall be an alkyd material capable of being spray applied.  The glass beads for intermix shall be uncoated.  The pigments used for the yellow pavement marking compound shall be heat resistant, silica encapsulated lead chromate yellow and moly oranges, which shall produce a compound meeting the requirements of Fed. 595 Color No. 33538.  The yellow marking material shall contain a minimum of 4 percent by weight of the yellow pigment with a minimum lead chromate content of 60 percent.





PACKAGING:  The thermoplastic shall be furnished in moisture-proofed plastic bags securely fastened on portable wooden 40( x  42( pallets.  The bags shall be composed of material compatible with molten thermoplastic material meeting this specification.  The pallets shall be double-faced with three (3) 2( x  4( lumber runners.  The outside runners shall be 4( from the end with a third runner in the center. The bags shall be stacked 40 sacks per pallet (eight (8) to a layer and five (5) layers high). The pallets shall be shrink wrapped with a minimum of 5 mil plastic using the heat method.





	Each bag of material shall be stenciled with the manufacturer’s name, the type of material and specification number, the month and year the material was packaged and lot number.  Lot numbers must begin with the last two digits of the year manufactured and be sequential.  The letters and numbers used in the stencils shall be a minimum of 13 mm (1/2 inch) in height.





	The material shall be furnished in bags which will not adhere to the product during shipment and storage.  Each bag of pavement marking material shall weigh approximately 22.7 kg (50 lbs.).  Each bag shall designate the color, binder (alkyd), spray and user information.  The label shall warn the user that the material shall be heated in the range of 177( - 218( C (350(- 425( F).





	The material shall meet the requirements of this specification for a period of one year.  The material must also meet uniformly with no evidence of skins or unmelted particles for this one year period.  Any material not meeting the above requirement shall be replaced by the manufacturer.





