ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT

EQUIPMENT AND PROCUREMENT DIVISION

BID INVITATION

	Bid Number:
	           #M-02-69H
	
	BID OPENING LOCATION:

AHTD Central Office
	MAIL TO:

AHTD Equipment and
	DELIVER TO: 

AHTD Mailroom

	
	
	
	10324 Interstate 30
	    Procurement Div.
	Basement-Highway Bldg.

	Bid Opening Date:
	  October 9, 2001
	Time:
	11:00 a.m.
	
	Little Rock, AR  72209
	P.O. Box 2261

Little Rock, AR  72203
	10324 Interstate 30

Little Rock, AR  72209


Sealed bids for furnishing the commodities and/or services described below, subject to the Conditions on the reverse hereof and as may be attached hereto will be received at the above-noted mail and delivery locations until the above-noted bid opening date and time, and then publicly opened at the above-noted bid opening location.  Bids must be submitted on this form, with attachments when appropriate, or bids will be rejected.  Late bids and unsigned bids will not be considered.

In compliance with this Bid Invitation and subject to all the Conditions thereof, the undersigned offers and agrees to furnish any and all items upon which prices are quoted, at the price set opposite each item.

Company Name:

Name (Type or Print):


Address:

Title:




Phone:
 Fax:


City:

State:

Zip:

E-Mail Address

Federal Tax ID or Social Security No.:

Signature:



Signature must be original (not photocopied) and in ink.  Unsigned bids will be rejected
	Item

No.
	Description
	Quantity
	Unit
	Unit Price
	Amount
	

	
	
	
	
	
	
	

	
	WHEEL TRACTOR, INDUSTRIAL TYPE, WITH BACKHOE AND FRONT END LOADER
	
	
	

	
	
	
	
	
	
	

	
	ALTERNATE 1:
	
	
	
	
	

	
	To meet the requirements of Arkansas State Highway and Transportation
	16
	ea.
	
	
	

	
	Department Specification 02-157.
	
	
	
	
	

	
	
	
	
	
	
	

	
	FOB:
  1 ea. - Dist. 1 Hdqtrs., 2701 U.S. 64 West, Wynne, AR
	
	
	
	
	

	
	
10 ea. - Dist. 5 Hdqtrs., 1673 Batesville Blvd., Batesville, AR
	
	
	
	
	

	
	
  1 ea. - Dist. 6 Hdqtrs., 8900 Mabelvale Pike, Little Rock, AR
	
	
	
	
	

	
	
  4 ea. - Dist. 10 Hdqtrs., 2510 W. Kingshighway, Paragould, AR
	
	
	
	
	

	
	
	
	
	
	
	

	
	Equipment proposed as meeting specifications is:
	
	
	
	
	

	
	
	
	
	
	
	

	
	Make
Model
Warranty
days
	
	
	
	
	

	
	
	
	
	
	
	

	
	Bid Bond in the amount of 5% of total bid price required of all bidders at time of bid opening or bid will be rejected.  Personal and company checks are not acceptable as Bid Bonds.  See Condition 3 on reverse hereof.
Performance Bond in the amount of 5% of total bid price will be required of successful bidder prior to providing goods/services.  Personal and company checks are not acceptable as Performance Bonds.  See Condition 3 on reverse hereof.
	

	
	
	

	
	ALTERNATE 2:
	

	
	Sale of new Tractor, Loader/Backhoe (TLB) to Arkansas State Highway and Transportation Department (AHTD) with a guaranteed repurchase price for the TLB from AHTD in accordance with the following conditions:
	

	
	
	

	
	TLB will be used in highway maintenance operations, will be maintained under the AHTD Preventative Maintenance Program, and will be released upon notification to the successful bidder one year from date of specified delivery or the actual delivery date, if different, at the sole discretion of the AHTD.
	

	
	
	

	
	AHTD shall have the option of retaining possession of any of the TLB’s and/or to use any as trade-in at the end of the one year period.
	

	
	
	

	
	Pickup Deadline:  If AHTD elects to exercise the option to release any/all of the TLB’s to the successful bidder at the repurchase price, TLB’s are to be picked up by bidder at the locations where they were delivered no later than 30 days after the release date designated by AHTD.
	

	
	
	

	
	Payment Deadline:  Payment for repurchased TLB’s is to be made to AHTD Equipment and Procurement Division, P.O. Box 2261, Little Rock, Arkansas, within 30 days after the last unit is picked up but in no event later than 30 days after the Pickup Deadline.
	

	
	
	

	
	Any shortages or damages the AHTD determines to be beyond regular wear and tear from highway maintenance operations will be adjusted.  No such adjustment will be allowed without written consent from the AHTD Equipment and Procurement Division.
	

	
	
	
	
	
	
	

	
	(continued on Page 2)
	
	
	
	
	

	
	
	
	
	
	
	

	
	(64-2018)  9/25/01
	
	TOTAL BID
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ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT

LITTLE ROCK, ARKANSAS

EQUIPMENT AND PROCUREMENT DIVISION

BID NO. #M-02-69H
BIDDER:_______________________________

Bid Bond in the amount of 5% of total bid price required of all bidders at time of bid opening or bid will be rejected.  Personal and company checks are not acceptable as Bid Bonds.  See Condition 3 on reverse of Bid Invitation.

Performance Bond only (no checks of any kind allowed) in the total amount of the repurchase price will be required of the successful bidder prior to providing tractors.  See Condition 3 on reverse of Bid Invitation.  Performance Bond shall remain in effect until successful bidder is notified in writing that AHTD has elected to keep any or all of the tractors or until 30 days after full payment is received by AHTD for the repurchased tractors if pickup and payment are made as set forth herein, whichever is later.

If pickup and/or payment is made later than the times established herein, the AHTD Purchasing Committee may determine and assess penalties and/or damages against the Performance Bond.  If such penalties and/or damages are assessed, the Performance Bond shall continue to remain in effect until assessed penalties and/or damages are paid in full to AHTD, notwithstanding the preceding paragraph.

Tractors with Backhoe/Loader to meet Arkansas State Highway and Transportation Department Specification 02-157 with the following exceptions.



UNIT
TOTAL



QTY.
UNIT
PRICE
AMOUNT
Exceptions
Color:

Std Manufacturer Color

16
ea.
___________    ___________

Guaranteed Repurchase Price of above tractors.

16
ea.
___________    ___________

Make_______________Model_______________Warranty_______days

FOB:  Same as Alternate 1.

If any literature and/or specifications of items conflict with AHTD specifications, the conflict(s) shall be specifically noted, corrected and submitted with the bid.

The successful bidder will be required to complete delivery as shown below:


8 ea. - by February 15, 2002


8 ea. - by March 1, 2002

Delivery will be coordinated through the AHTD Equipment and Procurement Division by Doug Nielsen, Division Head, prior to February 1, 2002.

Bids and Specifications are available on-line by going to the AHTD Web Site – www.ahtd.state.ar.us and clicking on “Contracts”.  Tabulations will also be available at this site after award of bid.

CONDITIONS

1. ACCEPTANCE AND REJECTION:  The Arkansas State Highway and Transportation Department (AHTD) reserves the right to reject any or all bids, to accept bids in whole or in part (unless otherwise indicated by bidder), to waive any informalities in bids received, to accept bids on materials or equipment with variations from specifications where efficiency of operation will not be impaired, and to award bids to best serve the interest of the State.

2. PRICES:  Unless otherwise stated in the Bid Invitation, the following will apply: (1) unit prices shall be bid, (2) prices should be stated in units of quantity specified (feet, each, lbs., etc.), (3) prices must be F.O.B. destination specified in bid, (4) prices must be firm and not subject to escalation, (5) bid must be firm for acceptance for 30 days from bid opening date.  In case of errors in extension, unit prices shall govern.  Discounts from bid price will not be considered in making awards.

3. BID BONDS AND PERFORMANCE BONDS:  If required, a Bid Bond in the form of a cashier’s check, certified check, or surety bond issued by a surety company, in an amount stated in the Bid Invitation, must accompany bid.  Personal and company checks are not acceptable as Bid Bonds.  Failure to submit a Bid Bond as required will cause a bid to be rejected.  The Bid Bond will be forfeited as liquidated damages if the successful bidder fails to provide a required Performance Bond within the period stipulated by AHTD or fails to honor their bid.  Cashier’s checks and certified checks submitted as Bid Bonds will be returned to unsuccessful bidders; surety bonds will be retained.  The successful bidder will be required to furnish a Performance Bond in an amount stated in the Bid Invitation and in the form of a cashier’s check, certified check, or surety bond issued by a surety company, unless otherwise stated in the Bid Invitation, as a guarantee of delivery of goods/services in accordance with the specifications and within the time established in the bid.  Personal and company checks are not acceptable as Performance Bonds.  In some cases, a cashier’s check or certified check submitted as a Bid Bond will be held as the Performance Bond of the successful bidder.  Cashier’s checks or certified checks submitted as Performance Bonds will be refunded shortly after payment has been made to the successful bidder for completion of all terms of the bid; surety bonds will be retained.  Surety bonds must be issued by a surety company authorized to do business in Arkansas, and must be signed by a Resident Local Agent licensed by the Arkansas State Insurance Commissioner to represent that surety company.  Resident Agent’s Power-of-Attorney must accompany the surety bond.  Certain bids involving labor will require Performance Bonds in the form of surety bonds only (no checks of any kind allowed).  In such cases, the company issuing the surety bond must comply with all stipulations herein and must be named in the U. S. Treasury listing of companies holding Certificates of Authority as acceptable sureties on Federal Bonds and as acceptable reinsuring companies.  Any excess between the face amount of the bond and the underwriting limitation of the bonding company shall be protected by reinsurance provided by an acceptable reinsuring company.

4. TAXES:  The AHTD is not exempt from Arkansas State Sales and Use Taxes, or local option city/county sales taxes, when applicable, and bidders are responsible to the State Revenue Department for such taxes.  These taxes should not be included in bid prices, but where required by law, will be paid by the AHTD as an addition thereto, and should be added to the billing to the AHTD.  The AHTD is exempt from Federal Excise Taxes on all commodities except motor fuels; and excise taxes should not be included in bid prices except for motor fuels.  Where applicable, tax exemption certificates will be furnished by the AHTD.

5. “ALL OR NONE” BIDS:  Bidders who wish to bid “All or None” on two or more items shall so stipulate on the face of bid sheet; otherwise, bid may be awarded on an individual item basis.

6. SPECIFICATIONS:  Complete specifications should be attached for any substitution or alternate offered, or where amplification is necessary.  Bidder’s name must be placed on all attachments to the bid.

7. EXCEPTIONS TO SPECIFICATIONS:  Any exceptions to the bid specifications must be stated in the bid.  Any exceptions to manufacturer’s published literature must be stated in the bid, or it will be assumed that bidder is bidding exactly as stated in the literature.

8. BRAND NAME REFERENCES:  All brand name references in bid specifications refer to that commodity or its equivalent, unless otherwise stated in Bid Invitation.  Bidder should state brand or trade name of item being bid, if such name exists.

9. FREIGHT:  All freight charges should be included in bid price.  Any change in common carrier rates authorized by the Interstate Commerce Commission will be adjusted if such change occurs after the bid opening date.  Receipted common carrier bills that reflect ICC authorized rate changes must be furnished.

10. SAMPLES AND LITERATURE:  Samples or technical literature must be provided within 14 days of AHTD request unless AHTD extends time.  Failure to provide samples or literature within this period may cause bid to be rejected.  When required, samples of items must be furnished free of charge, prior to or after the opening of bids, and, if not destroyed, will be returned upon request at the bidder’s expense.  Each individual sample must be labeled with bidder’s name and item number.  Request for return of samples must be made within 10 days following submission of sample.  Samples from successful bidders will be retained for comparison with items actually furnished.

11. GUARANTY:  Unless otherwise indicated in Bid Invitation, it is understood and agreed that any item offered or shipped on this bid shall be newly manufactured, latest model and design, and in first class condition; and that all containers shall be new, suitable for storage or shipment and in compliance with all applicable laws relating to construction, packaging, labeling and registration.

12. BACKORDERS OR DELAY IN DELIVERY:  Backorders or failure to deliver within the time required may constitute default.  Vendor must give written notice to the AHTD, as soon as possible, of the reason for any delay and the expected delivery date.  The AHTD has the right to extend delivery if reasons appear valid.  If reason or delivery date is not acceptable, vendor is in default.

13. DEFAULT:  All commodities furnished will be subject to inspection and acceptance by AHTD after delivery.  Default in promised delivery or failure to meet specifications authorizes the AHTD to cancel award or any portion of same, to reasonably purchase commodities or services elsewhere and to charge full increase, if any, in cost and handling to defaulting vendor.  Applicable bonds may be forfeited.

14. ETHICS:  “It shall be a breach of ethical standards for a person to be retained, or to retain a person, to solicit or secure a State contract upon an agreement of understanding for a commission, percentage, brokerage, or contingent fee, except for retention of bona fide employees or bona fide established commercial selling agencies maintained by the contractor for the purpose of securing business.”  (Arkansas Code, Annotated, Section 19-11-708).

ACCEPTANCE (For AHTD Use Only)

Bid No. #M-02-69H Accepted as to items numbered


Date
  By





Procurement Officer

ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT

SPECIFICATION #02-157

FOR

INDUSTRIAL TYPE WHEEL TRACTOR W/BACKHOE AND FRONT END LOADER

1. General:  This specification is intended to cover a Heavy Duty Industrial Type Wheel Tractor Loader/Backhoe combination with integral frame and Flat Deck design, ROPS with metal canopy, winterization kit with hot water type heater and seat belt per SAE J386.

2. Tractor:

A. Engine:  Liquid cooled diesel developing a minimum of 72 Net Horsepower at rated RPM.  Shall be equipped with 12 volt electrical system including battery, starter and alternator.  Shall have approved type air cleaner, pre-cleaner and lube oil and fuel filters with replaceable elements.  Shall have vertical exhaust muffler with rain cap or curved exhaust pipe.  Engine cooling system shall have anti-freeze protection to ‑20o F, or lower.  All other equipment necessary for efficient operation shall be furnished.

B. Instruments:  Shall be equipped with ammeter or charge indicator light, tachometer, electric hour meter (showing actual engine run time independent of engine RPM) and all necessary gauges, including temperature gauge, oil pressure gauge or warning light and fuel gauge.

C. Transmission:  Mechanical type with torque converter and forward/reverse shuttle control, requiring no de-clutching to change direction, providing a minimum of four (4) forward and four (4) reverse speeds.  Shall provide forward speed up to 18 mph.

D. Brakes:  Service brakes shall be wet disc type.  Shall have parking brake as regularly furnished by manufacturer.

E. Differential Lock:  Rear axle shall be equipped with differential lock or limited slip differential.

F. Steering:  Hydrostatic power steering including emergency steering capability conforming to SAE J53.

G. Hydraulics:  Hydraulic pump shall be of adequate size and capacity to deliver necessary volume at required pressure for proper operation of backhoe and loader.  Hydraulic system shall have necessary control valves, relief valves, filters, reservoir, etc.

H. Front Wheels and Tires:  Shall have 15” or 16” diameter wheels.  Tires to be no less than 11L - 15 or 11L - 16 with F3 tread and minimum 10 ply rating.

I. Rear Wheels and Tires:  Shall have 24” diameter wheels.  Tires to be no less than 17.5 - 24 with R-4 tread and minimum 10 ply rating.

J. Seat:  Adjustable suspension seat equipped with arm rests.

K. ROPS and Winterization Kit:  Tractor shall be equipped with ROPS with steel canopy meeting SAE J1040, seat belts per SAE J386 and winterization kit including windshield, wiper, side curtains, all additional curtains or accessories necessary to provide a complete enclosure, and a hot water type heater for the interior of the enclosure.

L. Backup Alarm:  Shall be equipped with a backup alarm meeting the requirements of SAE J994.

3. BACKHOE:

A. Type:  Shall be designed for integral tractor loader installation and have an uninterrupted swing arc of no less than 180 degrees.

B. Digging Depth:  Minimum of 14’ with a 2’ flat bottom in accordance with SAE J49.

157
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Spec. #02-157

C. Loading Height:  Minimum of 10’ 4” measured per SAE J49.

D. Bucket Cylinder Digging Force:  No less than 10,000 pounds.

E. Dipper Cylinder Digging Force:  No less than 7,000 pounds.

F. Reach from Swing Axis:  No less than 17’ 6”.

G. Transport Height:  Overall height of unit in transport position shall not exceed 13’ 1”.

H. Hydraulics:  All cylinders shall be double acting.  Hydraulic system shall be equipped with pressure relief valve.  All hoses and connections necessary for hookup to Tractor shall be furnished.

I. Bucket:  Heavy Duty Trenching Bucket 24” wide with SAE J296 heaped capacity of no less than 6 cubic feet.  Shall include cutting edge with bucket teeth. 

J. Stabilizers:  Unit shall be equipped with individually controlled hydraulic stabilizers with a minimum spread of 9’ in operating position.  Stabilizers shall be equipped with street pads.

4. LOADER:

A. Type:  Hydraulically controlled loader designed for use with Heavy Duty Industrial Type Wheel Tractor with integral Backhoe/Front End Loader Frame.  Lift and tilt cylinders shall be double acting.

B. Bucket:  No less than 82” wide with minimum SAE J742 heaped capacity of 1 cubic yard complete with weld-on hardened steel cutting edge.  In addition to the weld-on cutting edge, the bucket shall be equipped with a bolt on auxiliary cutting edge.
C. Lift Capacity:  No less than 5,200 pounds.

D. Dump Clearance:  No less than 8’ 7” at full height

E. Bucket Reach:  Minimum reach of 25” with the loader at full height and bucket at dump angle.

F. Digging Depth:  Digging depth below ground level with bucket level to the ground shall be no less than 4”.

G. Bucket Breakout:  No less than 7,900 pounds breakout force per SAE J732.

5. Color:  Units shall be painted Arkansas State Highway & Transportation Department Omaha Orange, Sherwin-Williams No. F1E 4143 Kem Transport Enamel, or equal. 

6. Warranty:  Tractors purchased under this specification shall be warranted against defective parts and workmanship for a minimum period of twelve (12) months (365 days) from date unit is placed in operation by AHTD.  Warranty to include parts, labor and transportation cost to location of equipment.  If equipment cannot be repaired on location, warranty shall include cost of transport to the facility where the repair work will be done.  Warranty repairs are to be performed by any authorized dealership of the manufacturer; however, the successful bidder will be ultimately responsible for coordinating repairs and insuring that warranty repairs are completed in a timely manner.

Warranty repair action shall begin within five (5) working days after notification for the need of warranty repairs; and repairs should be completed and the unit returned to AHTD within fifteen (15) working days after notification (unless prior arrangements have been made with AHTD personnel).

7. The successful bidder shall furnish one (1) Operator’s Instruction Manual with each unit delivered.  In addition, one (1) copy of Operator’s Instruction Manual and four (4) copies each of Shop Repair Manual and Parts Book shall be furnished to Equipment and Procurement Division, P.O. Box 2261, Little Rock, AR  72203 (11302 W. Baseline Road, Little Rock, AR  72209, if shipping UPS).

The successful bidder is requested to provide information on the availability of Shop Repair Manuals and Parts Manuals on computer media (CD ROM, Floppy Disks, Etc.).
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Spec. #02-157

8. Training:  The successful bidder shall furnish qualified personnel to instruct AHTD personnel on operation and maintenance of units purchased under this specification.

In addition, the successful bidder shall furnish information on any factory service schools, which would be available for AHTD service technicians.

9. Units shall be assembled, adjusted and made ready for continuous operation at time of delivery.

All parts, accessories and tools necessary for satisfactory operation of these units shall be furnished whether or not they are specifically mentioned in this specification (including standard equipment as regularly furnished by manufacturer as shown on printed literature and specifications - unless specifically excluded by this specification).

10. Bidder shall maintain a representative inventory of replacement parts and service facilities for servicing equipment bid on.

11. The Arkansas State Highway & Transportation Department reserves the right to ask for a demonstration, under actual working conditions, of machine bid under this specification before award is made.
