ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


EQUIPMENT AND PROCUREMENT DIVISION


BID INVITATION





Bid Number:�
Contract No. #H-01-5H�
�
BID OPENING LOCATION:


AHTD Central Office�
MAIL TO:


AHTD Equipment and�
DELIVER TO: 


AHTD Mailroom�
�
�
�
�
10324 Interstate 30�
Procurement Div.�
Basement-Highway Bldg.�
�



Bid Opening Date:�
August 29, 2000�



Time:�
11:00 A.M.�
�
Little Rock, AR  72209�
P.O. Box 2261


Little Rock, AR  72203�
10324 Interstate 30


Little Rock, AR  72209�
�
Sealed bids for furnishing the commodities and/or services described below, subject to the Conditions on the reverse hereof and as may be attached hereto will be received at the above-noted mail and delivery locations until the above-noted bid opening date and time, and then publicly opened at the above-noted bid opening location.  Bids must be submitted on this form, with attachments when appropriate, or bids will be rejected.  Late bids and unsigned bids will not be considered.


In compliance with this Bid Invitation and subject to all the Conditions thereof, the undersigned offers and agrees to furnish any and all items upon which prices are quoted, at the price set opposite each item.


Company Name:		Name (Type or Print):	


Address:		Title:	


		Phone:	


City:		State:		Zip:		Signature:	


	Signature must be original (not photocopied) and in ink.  Unsigned bids will be rejected.


Federal Tax ID or Social Security No.:	


	


Supply Contract for furnishing to the Arkansas State Highway and Transportation Department requirements of various Asphalt Concrete Cold Plant and Hot Mix Materials at pricing set forth on the attached Bid Form for the period from October 1, 2000 through March 31, 2001.





FOB - STATEWIDE





The Bid Invitation, Bid Form and Bid Information are parts of the contract and by this reference are incorporated herein as fully and effectively as if set forth in detail herein.





For a bid to be accepted, the bidder must be certified on the Qualified Products List and furnish specification material in accordance with the Certification Agreement. 





It shall be understood that by submission of bid that bidder agrees to these conditions herein 


specified and, if bid is found acceptable by the Department either in whole or in part, shall


consider this bid a contract agreement bound under these conditions.  The parties hereto agree that this contract in all things shall be governed by the Laws of the State of Arkansas.





Bid Deposit in the amount of $500.00 required.  Performance Bond in the amount of  $5,000.00 will be required of successful bidder.  See Condition 3 on reverse hereof.





TWO SIGNED COPIES OF BID INVITATION AND BID FORM MUST BE SUBMITTED.



































	8/15/00


�
ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SUPPLY CONTRACT FOR ASPHALT CONCRETE COLD PLANT AND HOT MIX MATERIALS


BID FORM





CONTRACT NO. #H-01-5H					BIDDER:________________________





Separate Bid Form must be submitted for each separate plant location.





Plant Location____________________________________ Telephone_______________________





Prices shall be bid per ton - FOB State Trucks at plant location.  Prices bid are subject to discount of _______% for payment of invoices within _________ days.





Material furnished must meet the applicable requirements of AHTD Standard Specifications of 1996 (Specifications are accessible on our web site at www.ahtd.state.ar.us/contract/progcon/general/stdspecs.htm.) and as noted herein.





 1.	ACHM Stabilized Base Course							


	Special Provision and Section 405					    per ton





 2.	ACHM Binder Course								


	Type 2 - Special Provision and Section 406				    per ton





 3.	ACHM Surface Course								


	Type 1 - Special Provision and Section 407				    per ton





 4.	ACHM Surface Course								


	Type 2 - Special Provision and Section 407				    per ton





 5.	ACHM Surface Course								


	Type 3 - Special Provision and Section 407				    per ton





 6.	ACHM Surface Course (Limestone Aggregate)					


	Type 2 - Special Provision and Section 407				    per ton





 7.	ACHM Surface Course (Limestone Aggregate)					


	Type 3 - Special Provision and Section 407				     per ton





 8.	ACHM Base Course							____________


	Special Provision, SS-400-1 and Division 400 as amended		     per ton





 9.	ACHM Binder Course						____________


	Special Provision, SS-400-1 and Division 400 as amended		     per ton





10.	ACHM Surface Course (1/2")				                       ____________


	Special Provision, SS-400-1 and Division 400 as amended		     per ton





11.	ACHM Surface Course (3/8")				                       ____________


	Special Provision, SS-400-1 and Division 400 as amended		     per ton


�
ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SUPPLY CONTRACT FOR ASPHALT CONCRETE COLD PLANT AND HOT MIX MATERIALS


BID FORM





CONTRACT NO. #H-01-5H					BIDDER:________________________





		


 12.	Asphalt Concrete Cold Plant Mix							


	MC-250 Cutback – Special Provision and Section 411		     per ton





 13.	Asphalt Concrete Cold Plant Mix							


	Winter Grade – Special Provision and Section 411			     per ton





 14.	Asphalt Concrete Hot Mix Seal Course						


	Special Provision and Section 413					     per ton





�
ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SUPPLY CONTRACT FOR ASPHALT CONCRETE COLD PLANT AND HOT MIX MATERIALS


BID INFORMATION





CONTRACT NO. #H-01-5H				


		


1.	The Arkansas State Highway and Transportation Department, hereinafter referred to as “the Department,” will enter into a term contract with the successful bidder(s) to furnish requirements of various Asphalt Concrete Cold Plant and Hot Mix Materials for the period set forth in the Bid Invitation.





2.	Bid shall be submitted on the form furnished herewith.  Bid envelope shall be sealed and marked so as to clearly indicate its contents and will be received at the locations noted on the Bid Invitation.  Bids received after the date and time set for opening will be returned unopened to the bidder.





3.	A bid may be withdrawn, modified, or corrected by the bidder after it has been submitted provided written request to do is filed with the Equipment and Procurement Division prior to the time set for opening bids.  Telegrams, faxes or letters received before time set for opening bids will be accepted and attached to the unopened bid, and the bid will be considered withdrawn, modified, or otherwise changed accordingly.  No proposal may be withdrawn, modified, corrected, or otherwise changed after the time set for opening bids.





4.	The Department reserves the right to enter into agreement with as many bidders as may be necessary to assure an adequate supply of material to meet statewide requirements.





5.	Under terms of this contract, the Department is not obligated to purchase any specific quantity or to make purchases at any specific time during the contract period.





6.	Transportation cost and/or length of haul will be taken into consideration in placing individual orders.





7.	Where awards are made to corporations organized in states other than Arkansas, bidders shall at their own expense furnish a certified copy of certificate of authority and license to do business in Arkansas, which will remain on file with the Department.  No contract will be executed in favor of such corporation until certificate shall have been furnished.





8.	Material must be certified as meeting applicable specifications, in accordance with subsection 102.14 of the Standard Specifications, prior to acceptance.





9.	If a contract supplier should move a plant or wish to supply from another certified plant, the Department may elect to purchase material meeting required specifications from the new location, upon written request from the contract supplier, if prices are equal to or below the contract price bid by that supplier.





�
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CONTRACT NO. #H-01-5H





10.	If a contract supplier is unable to load and start shipment of materials within seventy-two (72) hours after receipt of an individual order, he shall immediately notify the ordering District and the Department’s Equipment and Procurement Division in Little Rock.  In such event, the Department shall have the right to cancel the order and purchase the material on the open market.  Any increase in cost occasioned by purchasing the material from other than the contract supplier may be billed to the contract supplier or deducted from payments due.  This provision is not intended to allow any supplier 72 hours to make shipments of material ordered where immediate shipment is designated and required to avoid loss to the State.





11.	Invoices for material furnished should be submitted to the headquarters of the District ordering the material.  Invoices submitted to the Little Rock Central Office will cause delay in payments.





12.	The Department reserves the right to cancel this contract, or any part thereof, upon giving the vendor fifteen days notice of its intent to terminate.  The contract shall automatically terminate as of the date given in said notice.  Otherwise, prices bid shall remain in effect for the contract term.





�
ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT





SUPPLY CONTRACT NO. #H-01-5H








The following Special Provision, Supplemental Specification and Sections of the Standard Specifications for Highway Construction, Edition of 1996, shall apply.  (Specifications are accessible on our web site at www.ahtd.state.ar.us/contract/progcon/general/stdspecs.htm.)  








SECTION NO.		TITLE





105				Control of Work


109				Measurement and Payment


404				Design and Quality Control of Asphalt Mixtures


405				Asphalt Concrete Hot Mix Stabilized Base Course


406				Asphalt Concrete Hot Mix Binder Course


407				Asphalt Concrete Hot Mix Surface Course


409				Materials and Equipment for Asphalt Concrete Plant Mix


					Courses


410				Construction Requirements and Acceptance of Asphalt 


					Concrete Plant Mix Binder and Surface Courses


411				Asphalt Concrete Cold Plant Mix


413				Asphalt Concrete Hot Mix Seal Course








				SPECIAL PROVISION





SP				Asphalt Concrete Hot Mix and Cold Mixes








				SUPPLEMENTAL SPECIFICATION





SS-400-1			ACHM Base, Binder and Surface Courses


Rev. 	3-30-00
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ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SPECIAL PROVISION TO ACCOMPANY SUPPLY CONTRACT NO. #H-01-5H


ASPHALT CONCRETE HOT MIX AND COLD MIXES





	Sections 109, 405, 406, 407, 409, 410, 411 and 413, of the Standard Specifications for Highway Construction, Edition of 1996, are hereby amended as follows:


	Subsections 405.06, 406.05, 407.05 and 413.07, Method of Measurement are amended to provide that ACHM Stabilized Base Course, ACHM Binder Course, Type 2, ACHM Surface Course, Types 1, 2 and 3, ACHM Surface Course (Limestone Aggregate), Types 2 and 3, and ACHM Seal Course respectively, will be measured by the ton of mix.  


	Supplemental Specification 400-1 is amended to provide that ACHM Base Course, ACHM Binder Course and ACHM Surface Courses (1/2” and 3/8”) will be measured by the ton of mix.





	The requirements of subsection 109.01(f) Measurement of Quantities will apply to this contract.


	Subsections 405.07, 406.06, 407.06 and 413.08, Basis of Payment are amended to provide that the following listed pay items will be paid for at the unit price bid per ton for the respective item.





	Payment will be made under:


	Pay Item								Pay Unit


	ACHM Stabilized Base Course					Ton


	


	ACHM Binder Course (Type _______)				Ton


	


	ACHM Surface Course (Type _______)				Ton


	


	ACHM Surface Course (Type _______)				Ton


		(Limestone Aggregate)


	


	ACHM Base Course							Ton


	Special Provision, SS-400-1 and Division 400 as amended





	ACHM Binder Course						Ton


	Special Provision, SS-400-1 and Division 400 as amended		





	ACHM Surface Course (1/2")						Ton


	Special Provision, SS-400-1 and Division 400 as amended		





	ACHM Surface Course (3/8")						Ton


	Special Provision, SS-400-1 and Division 400 as amended		





	Asphalt Concrete Cold Plant Mix 					Ton


	MC-800 Cutback - Special Provision and Section 411





	Asphalt Concrete Cold Plant Mix					Ton


	Summer Grade - Special Provision and Section 411





	ACHM Seal Course							Ton
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ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SPECIAL PROVISION TO ACCOMPANY SUPPLY CONTRACT NO. #H-01-5H


ASPHALT CONCRETE HOT MIX AND COLD MIXES





	For the item ACHM Surface Course (Limestone Aggregate), Subsection 409.01, is amended by deleting the eleventh (11th) paragraph which limits the percentage of limestone aggregate in the coarse mineral aggregate fraction.





	Subsections 410.01 Description, 410.03 Preparation of Mixture, 410.06 Transporting (if applicable) will apply to this contract.  Subsections 410.02, 410.04, 410.05, 410.07, 410.08, 410.10, 410.11 and 410.12 will not apply to this contract.





	Subsection 410.09, Acceptance of the Pavement and Adjustments in Payment is amended as follows:


	


	The Contractor must be on the Department’s Qualified Products List for Certified Suppliers of Hot Mix Asphalt and/or Cold Mix Asphalt Producers for Maintenance Supply Contracts and furnish specification material in accordance with the Certification Agreement.





	All sampling and testing for acceptance and adjustments will be performed by the Contractor. with the Department performing sampling and testing for verification.  Acceptance and adjustments of a standard lot will be based on the average of the Contractor's 4 tests performed on that lot.  Acceptance of partial lots or sublots will be based on the Contractor's acceptance sampling and testing.  Acceptance of ACHM courses will not be based on the results of tests for pavement smoothness but will be based on the results of tests for the properties listed in Table 410-1 except for Marshall Stability and density.  The Department will perform all tests for acceptance and adjustment on material used to replace material removed by the Supplier.





	Asphalt Concrete Hot mixes meeting these applicable Special Provisions and the Arkansas Standard Specifications for Highway Construction, Edition of 1996, may be furnished at the respective bid price per ton of mix for all items in this Supply Contract.  Asphalt Concrete Hot Mix designs that are currently approved and that comply with the 1996 Standard Specifications may be used or transferred for use under this Supply Contract.





	For the item ACHM Surface Course, Type 2, Section 407, ACHM designs accepted by another state may be allowed for use when an Arkansas mix is not being produced provided the designs and acceptance samples exhibit properties within AHTD specification ranges.  








Subsection 411.02 Composition is hereby deleted.


Subsection 411.03 Materials is hereby renamed Subsection 411.02 Materials.


Section 411 is hereby amended by adding the following:


Subsection 411.03 Mix Design.  The Contractor shall furnish a mix design for each of the particular mixtures listed on the plans or in the Contract.  The design will be performed by a laboratory that is on the Department’s QPL of approved asphalt mix design laboratories.  The design will be performed in accordance with Section 404, AHTD Test Method 470 and the requirements of Table 411-1.


�
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ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT


SPECIAL PROVISION TO ACCOMPANY SUPPLY CONTRACT NO. #H-01-5H


ASPHALT CONCRETE HOT MIX AND COLD MIXES





TABLE 411-1


REQUIREMENTS FOR ASPHALT CONCRETE COLD PLANT MIX


					MAXIMUM MIX


		SIEVE, mm	PERCENT PASSING	TOLERANCE (%)


	1/2"	100


		#4	60-80			±7


		#8	43-63			±5


		#50	15-28			±4


		#200	4-10			±2


		Asphalt Binder


		Content	3.5%-6.5%			±0.4


		Mineral Filler	3.0% minimum


Subsection 411.05 Construction Requirements is hereby deleted and the following substituted therefor:


Subsection 411.05 Quality Control and Acceptance.  


The Contractor must be on the Department’s Qualified products List for Certified Suppliers of Hot Mix and/or Cold Mix Asphalt Producers for Maintenance Supply Contracts and furnish specification material in accordance with the Certification Agreement.


(a) Quality Control.  The Contractor shall perform all quality control sampling and testing in accordance with subsection 404.04 except that the only properties determined shall be for gradation and asphalt content.  Either one of the following two methods shall be used for determination of gradation and asphalt content compliance:


Asphalt content determined by extraction tests (AHTD 450) and sieve analysis (AASHTO T 30) of the extracted aggregate; or


Asphalt content determined by a nuclear asphalt content gauge (AHTD 449/449A) and the sieve analysis (AASHTO T 30) of the aggregate sample obtained by washing (AHTD 460).


The Contractor shall provide an opportunity for the Engineer to observe all sampling and testing (including those for acceptance), provide an opportunity to review all test results, and shall furnish a building with facilities for the use of the Department’s inspector according to subsection 409.03(h).


(b) Acceptance.  All acceptance sampling and testing by the Contractor shall be performed by a technician qualified by the Department according to the procedure established in the Department’s Manual of Field Sampling and Testing Procedures.  The gradation and asphalt content acceptance tolerances shall be as shown in the design requirements of as specified in the job mix.  The sampling and testing rates for Maintenance material shall be as that indicated in the Department’s Manual of Field Sampling and Testing Procedures.


Subsection 411.07 Basis of Payment is hereby amended as follows:


Providing a design along with quality control and acceptance sampling and testing will not be paid for separately, but full compensation therefor will be considered included in the contract price bid for Asphalt Concrete Cold Plant Mix.


�
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Rev. 7-24-00


	ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT





	#SUPPLEMENTAL SPECIFICATION





	Certified Technician and Qualified Laboratory





Sections 210, 306, 308, 404, 410, 501 and 802 of the Standard Specifications for Highway Construction, Edition of 1996, are hereby amended as follows:


The fourth sentence of the second paragraph of subsection 210.02(a),  the fourth sentence of the third paragraph of subsection 306.02,  the fourth sentence of the first paragraph of subsection 308.05(a),  the second sentence of the seventh paragraph of subsection 404.04,  the fifth sentence of the second paragraph of subsection 501.04(a), and the third sentence of the sixth paragraph of subsection 802.06(a) are all hereby deleted and the following sentence substituted therefor:


Quality control sampling and testing by the Contractor shall be performed in a qualified laboratory by a certified technician.  Requirements for technician certification and laboratory qualification are contained in the Department’s Manual of Field Sampling and Testing Procedures.





The following is added as the second sentence of the first paragraph of subsection 210.02(b),  as the fifth sentence of the first paragraph of subsection 306.03,  as the first sentence of the seventh paragraph of subsection 308.05(c),  as the second sentence of the seventh paragraph of subsection 410.09(a),  as the sixth sentence of the second paragraph of subsection 501.04(b),  and as the second sentence of the fourth paragraph of subsection 802.06(b):


Acceptance sampling and testing by the Contractor shall be performed in a qualified laboratory by a certified technician.  Requirements for technician certification and laboratory qualification are contained in the Department’s Manual of Field Sampling and Testing Procedures.























